LATTNER BOILER COMPANY

Sample Specification


MODEL:  LV25D Duplex Vertical Condensate Return System
1. Return System
1.1. Shall be sized for a maximum boiler horsepower of 30.

1.2. Shall be constructed of 10 gauge steel.

1.3. Shall include a vertical 46 gallon tank.

1.4. Diameter shall be 18”.

1.5. Height (overall, including leg set) shall be 63”.

1.6. Return system shall be supplied pre-piped, fully assembled, and mounted to skid plate.

1.7. Return system shall be supplied with:

1.7.1. Two (2) turbine-type feedwater pumps (3/4 horsepower, 115v/1, rated for 5.2 GPM);

1.7.2. Water gauge set, make-up valve, strainer, and shut-off valve;

1.7.3. Tank heater kit (TH5) including thermometer, steam sparger, regulator valve, strainer, and sensor;

1.7.4. And Nema-1 panel box with fused disconnect, A/B alternator, two (2) ON/OFF switches, dial thermometer, and light package.

1.8. Feedwater inlet shall be ½”.
1.9. Condensate return connection shall be 1”.

1.10. Pump inlet and outlet shall both be 1”.

2. Warranty

2.1. All equipment shall be warranted for a period of 18 months from notice to ship or 12 months following initial operation (whichever occurs first) again defects in materials or workmanship.

2.2. This warranty shall be dependent upon proper installation, service, routine maintenance, and water treatment.  Warranty of expendable items such as sight glasses and gaskets is not included.
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